Life cycle assessment is a crucial tool in evaluating systems performances for sustainability and decision-making. This paper provided environmental impact of integrating renewable energy systems to the utility-grid based on a baseline optimized energy production data from "HOMER" for renewable systems modelling of a site in northern Nigeria. The ultimate goal was to ascertain the best hybrid option(s) in sustaining the environment. Different assumptions and scenarios were modelled and simulated using Ganzleitlichen Bilanz (GaBi). Uncertainty analysis was ensured to the impact data based on pedigree-matrix and Excel-program, as well as overall policy relevance. The results of the impact categories revealed first scenario (i.e., conventional path-based) with the highest impacts on global warming potential (GWP), acidification potential (AP), human toxicity potential (HTP), and abiotic depletion potential (ADP fossils ). The lowest impacts arise in the renewable-based scenarios for all the considered categories except the Ozone-layer depletion potential Category where the highest contribution falls in the third scenario (i.e., photovoltaic (PV)/biomass-biogas system) although all values being infinitesimal. In quantitative terms, the reduction in the GWP from the highest being the first scenario to the lowest being the fourth scenario (i.e., wind/biomass-biogas system) was 96.5%. Hence, with the outstanding contributions of the hybrid renewable systems, adopting them especially the lowest impact scenarios with expansions is relevant for environmental sustainability.
Introduction
Energy production and utilization are strongly necessary for development, and are considered as key indicators to industrialization. The kind of energy services to pursue has a strong impact on sustainable development. Therefore, by definition, sustainable development is an improvement that fulfils the need of the present, as well as the future generation without compromising their ability [1] . The sustainable development fundamentally covered three pillars, that is social, economic and environmental pillars. The environmental concerns in this regard are being focused on, as the research was solely based them. It is evident that the global population continues to rise drastically, ultimately leading to drastic increase in energy demand, which requires energy supply and ensuring a sustainable environment for socio-economic development at all levels [2] . It is strongly noted that were environmental LCA and life cycle costs (LCC), social sustainability and multi-criteria decision analyses. Life cycle assessment of substituting natural gas for biofuels in industrial heat generation was studied by Repele and Bazbauers [17] in Latvia. Different biofuels where considered in the substitution including biogas, first-and second-generation biofuels with the environmental impacts analyzed using SimaPro based on Recipe and EcoIndicator 99 approaches. To proceed further, Menoufi et al. [18] proposed a life cycle assessment in comparing building added concentrated photovoltaics (BACPV) and conventional building integrated photovoltaics (BIPV) system in Spain. The authors applied the energy performance measures namely energy payback and energy return factor, coupled with the environmental impact indicators.
Basing on the reviewed studies on hybrid-based systems, Ristimaki et al. [19] made their investigations on LCA for a new residential district energy system in Finland. The approach employed involved linking the life cycle carbon emission with life cycle costing, with different systems such as heating and electricity including hybrid and renewables incorporation considered. Ayodele et al. [2] conducted a life cycle assessment of waste to energy technologies for electricity generation in Nigeria. Different scenarios that include hybrids were considered in the study for the waste processing techniques, with the analytical approach being electricity generation potentials and environmental impacts. Additionally, the life cycle assessment and life cycle costing analyses have been addressed by Petrillo et al. [20] , for an off-grid hybrid renewable energy system in Egypt. The authors considered different scenarios both singly and in hybrid using reciprocating diesel engine, solar PV, and fuel cell based on the Eco-indicator 99 method. Wang et al. [21] conducted a study on the life cycle analyses optimization of a solar-aided hybrid trigeneration system (i.e., combined cooling, heating and power (CCHP)) in Beijing, China. The hybrid consisted of grid-connected solar PV and natural gas power plants with additional solar thermal systems for the energy demand side of the site. The optimization approach was on configuration and load operation variability in minimizing the environmental impact. The summary of all the reviewed studies have been provided in Table 1 at the end of the section. Table 1 . Summary of the studies consulted in comparison to the study in this paper. [CCHP, combined cooling, heating, and power; PV, photovoltaics; BACPV, building added concentrated PV; BIPV, conventional building integrated PV; GaBi, Ganzheitliche Bilanz; NEA, net energy analyses; AP, acidification potential; BAU, business as usual; CdTe, cadmium telluride].
Reference Location/Year Main Content (Research Approach and Observation)
Luo et al. [8] Singapore/2018
Life cycle energy performance and greenhouse gas (GHG) emission analyses approach for PV generations (multi-crystalline technologies). Passivated Emitter and Rear Cell (PERC) solar cells with frameless double glass-module was observed with lowest energy payback and GHG emission in the scope of materials considered.
Li et al. [9] North East of England/2017
Full sustainability impacts assessment on life cycle assessment (LCA) ground for solar PV. Solar availability was proved to have direct impact on the sustainability pillars however, the costs implications required proper policy shaping in its favor.
Liptow et al. [10] Sweden & Brazil/2018
Global Warming Potential (GWP) and land use impact evaluations for biomass-based products. Land use impacts were observed to have a profound effect on the GWP. 
Jones et al. [11] 2017 Benefits and limitations qualitative approach for consequential LCA and NEA of decentralized power. It was ascertained that the combined LCA and NEA approach is appropriate, provided a number of policy related issues are addressed Siddiqui & Dincer [12] Ontario, Canada/2017 CML 2015 LCA based approach with GaBi employed for nuclear, wind & hydro, with different environmental impact indicators analyzed. Sensitivity analyses covered on recycle rates. Hydro had the least GWP. Increased recycling rate lowered the environmental Impacts
Uddin & Kumar [13] Thailand/2014
Energy and environmental impact performance based LCA approach for wind technologies using SimaPro. The vertical axis turbine was found to be energy and emission intensive.
Atilgan & Azapagic [14] Turkey/2016
GaBi tool-based analyses based on CML 2001 approach for different renewable power plants. Many environmental impact categories analyzed. Impacts from large hydropower were observed to be lower than from small hydropower. Other observations were provided in the study.
Rajput et al. [15] India/2018
Energy performance and costs-based LCA approach for a PV CdTe PV technology. The embodied energy and the energy payback were observed to be low as compared with c-Si PV technology.
Santoyo-Castelazo and Azapagic [16] Mexico/2014
Environmental LCA and life cycle cost (LCC), social sustainability and multi-criteria decision analyses were the approach for the sustainability of different future energy supply. It was observed that BAU fossils are not sustainable regardless of the criteria preference. Higher renewable and nuclear penetration are the most suitable in meeting the low carbon future target.
Repele and Bazbauers [17] Latvia/2015
Recipe and EcoIndicator ''99" environmental-based LCA approaches were employed for biofuels to heat system. High impact reduction was observed especially for biogas and second-generation biofuels from natural gas utilization.
Menoufi et al. [18] Spain/2017
Energy performance measures and environmental indicators were applied for LCA of BIPV and BACPV technologies. It was observed that the BACPV has a lower environmental impact than the BIPV. BACPV has lower energy payback and higher energy return factor than BIPV.
Ristimari et al. [19] Finland/2013 Different energy systems i.e., heat and power with hybrid-based LCA were done by life cycle carbon emission and the LCC approach. It was observed that the system with the highest initial cost is the most viable on life cycle ground. Wang et al. [21] Beijing, China/2015
LCA optimization was conducted on the solar-aided trigeneration system. The optimization approach was based on configuration and load operational variability for environmental impact minimization. It was observed that minimizing the total environmental impact potential for non-benefit case i.e., benefit surplus products excluded from CCHP, following an electric load is the objective with the lowest environmental impacts. Having seen some of the past works in the research domain, focusing the argument on the African context, and specifically on Nigeria, the dominance of conventional energy sources is obvious specifically the fossil fuels in the electricity mix with less or no diversification to clean energy services. The overdependence on the fossil energy has been proved by many researchers to have potential detrimental impact to the environment. Hence, the need to diversify sources with clean energy, while lowering the fossil fuel uptake level for their ability to last a long time. This is in view of the depleting nature of fossil energy resources.
This paper/study
Therefore, the purpose of this paper was to see the environmental impact on life cycle ground, for grid-integration of hybrid renewable energy systems into an existing grid in the Nigerian context, focusing on a specific site in the northern part. This was with an ultimate goal of observing the best hybrid option(s) in sustaining the environment based on least impacts. That was achieved based on different model scenarios with different assumptions analyzed, uncertainty evaluation addressed and a wrap-up policy relevance assessment. The renewable energy systems covered were solar PV, wind turbine, and biomass-biogas systems on the baseline of HOMER optimization results. The novelty of this paper is on the strong linkage to HOMER tool energy system modelling, and the uniqueness of the different hybrid systems considered especially in the case study country where such aspects have not been addressed so far. On a final note, the motivation behind the study was generally on the need to address natural resources depletion as well as environmental degradation in making a proper decision as to what is appropriate and sustainable for the environment.
The manuscript is structured in sections following the introduction as follows: The study site is clearly described in Section 2. Section 3 deals with the adopted research methods in much details with an accompanied summarized block diagram of the different deliverables. The results and discussion, covering the elementary mass balance, the different environmental impact categories, the uncertainty evaluations, and overall policy relevance has been addressed in Section 5. Lastly, the conclusion comes in Section 5.
As a final point, the limitation of the research lies in the solely environmental impact analyses without any economic impact or life cycle costing evaluations in the study site. This is therefore strongly recommended as a future work in line with this study. A further limitation stems on the nature of the data collected in the modelling, which were mostly of broader applications beyond the study site. However, this limitation was addressed in the pedigree matrix uncertainty analyses conducted.
Study Site Description
Nigeria is a country blessed with abundant fossil fuel resources, specifically oil and natural gas. It is ranked as the leading country in terms of the natural gas reserve, and is second after Libya in oil reserve in the African continent. It must be stated also that abundant renewable energy resources exist in the country namely biomass, wind, solar, and hydro although being site specific. It is unfortunate that the level of utilization of the renewable sources to final energy generation is chronically poor. Instead, overdependence on fossil resources for final energy services particularly electricity as our central focus has been a habitual thing despite their depleting nature and some environmental consequences. In this context as a strong view, integrating the renewable energy resources is very crucial in line with the low carbon development transition target, and most significantly for the environmental concerns. This study focusing on the northern part of the country is driven by the existence of high potential for climate-data related renewable energy resources namely the solar irradiation and wind speed. The other resource of interest namely the biomass in the form of waste is considered to be virtually everywhere and in abundance in the whole country. It is considered a resource in disguise, and needs to be utilized in an efficient manner for environmental benefits. Moving specifically to the study location in the northern part of the country, Zaria, it is a municipal area with Coordinate 11.085 • N and 7.72 • E. The site is situated on a plateau at an elevation of 670 m above sea level [22] , and has a total area of 563 km 2 with a population of about 975,200 during 2015 [23] . The site's climate is tropical wet and dry caused by movement of the inter-tropical discontinuity under two air mass influences, that is tropical continental and tropical maritime [24] . To specify further the tropical wet and dry climate nature, the wet season (i.e., summer) lasts from April to October whereas, the dry season (i.e., winter) lasts from November to March. Figures 1 and 2 give the climate-based data, that is solar and wind resources. This is accompanied by the biomass broad classification in Figure 3 , as well as the specific biogas resources, that is the animal wastes quantification considered for the biogas fuel production applicable to power generations in Table 2 . These are fundamental in modelling the power generations useful for analyzing the environmental life cycle impact.
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Research Methodology
The research methodology followed an exemplary life cycle stages based on the "ISO 14044". This standard defined in much details, the goal and scope, as well as the inventory analyses with its broad discussions, leading to the different LCA impact parameters evaluation.
Goal and Scope Definition
The ultimate goal of the research defined already in the introduction part was to investigate in details, the best hybrid option(s) for the grid integration in ascertaining environmental sustainability on a life cycle ground. This is in favor of better decision making in energy operations. The Functional Unit (FU) that defines the reference flow for the systems and models' comparison was scaled down to "unit kWh of electricity generation", with all the arguments in the analyses being based on this.
Regarding the scope, of all the different scenarios analyzed in the inventory part, the overall mass balance analysis for different elementary flows was looked in to, coupled with in-depth environmental impact categories evaluations based on the selected "LCIA-CML 2015 attributional-based approach". The selected impact categories within the limit of this research were the global warming potential (GWP), acidification potential (AP), Ozone-layer depletion potential (ODP), eutrophication potentials (EP), human toxicity potential (HTP), and abiotic depletion potential (ADP fossils ). The impact data uncertainty analysis was also incorporated. In all cases, the analyses have been on a cradle to grave basis. The different components or technologies in the scenarios were based on medium operational conditions for production in the mix, having being predicted by researchers to be the main world market. Regarding the system boundary, different materials and energy inputs and outputs were incorporated as the life cycle flows. These include agricultural-related materials, radioactive-based materials, water, organic-based materials, volatile organic compounds, halogenated materials, heavy metals, as well as all the necessary energy inputs and the electricity outputs of the different processes involved in the different models and so on. Lastly, an overall wrap-up policy relevance analysis was ensured.
Inventory Analyses
The inventory analyses for the research begin with the collection and analyses of the Nigerian electricity generation data of a given 2014 baseline year, which is 29,729 GWh, having a mix of~60% natural gas,~20% oil, and~20% hydropower as obtained from the work of [32] . However, the overall task was based on the optimization results of HOMER software for grid-connected solar PV, wind turbine, and biomass-gasified power components of the power system exercise done. This was based on the resource data obtained and other various input specifications and evaluations. Only the optimization results have been brought forth for the LCA analyses. The optimized results were in an attempt to supply energy to 200 households (1200 persons in total) in the considered site, with a peak load of 4 MW. The annual analyzed load profile for the site is shown Figure 4 , and the optimization results summary in addressing the load demand as applicable to the environmental life cycle analyses is shown in Table 3 . Table 3 . HOMER optimization results for the site as input to the LCA assessment.
Optimum Parameters Specification
Optimized configuration PV system: 2000 kW; wind turbine: 30 pieces (330 kW rated each); biogas system: 2500 kW Energy production from solar PV subsystem 3.27 GWh/yr. Energy production from wind turbine subsystem 9.43 GWh/yr. Energy production from biomass-gasified subsystem 3.83 GWh/yr. Total energy production 16.53 GWh/yr. on the resource data obtained and other various input specifications and evaluations. Only the optimization results have been brought forth for the LCA analyses. The optimized results were in an attempt to supply energy to 200 households (1,200 persons in total) in the considered site, with a peak load of 4MW. The annual analyzed load profile for the site is shown Figure 4 , and the optimization results summary in addressing the load demand as applicable to the environmental life cycle analyses is shown in Table 3 . From the optimization results presented, with the cumulative energy production of about 16.53 GWh/yr., and the shares of the subsystem components, different scenarios were formulated. The first being the conventional system scenario based on the country's baseline generation data of 2014, and considered as the grid-only power case. The other scenarios were the hybrid renewable grid-integration scenario, based on the shares of contributing subsystems to the total for each case in the optimization results of the Table 3 . The analyses of the different scenarios with the assumptions made were presented in Table 4 . 3rd Scenario: Assuming the 16.53 GWh goes to scaled hybrid PV/biomass-biogas power solely, by neglecting the wind power component of the HOMER results in the study location.
Total-16.53 GWh (Generation mix below)
Solar PV-~46.05% Biomass-biogas power-~53.95%
4th Scenario: Assuming the 16.53 GWh goes to scaled hybrid wind/biomass-biogas power solely, by neglecting the solar PV component of the HOMER results in the study location.
Wind power-~71.11% Biomass-biogas power-~28.89%
5th Scenario: Maintaining the 16.53 GWh for each share in the hybrid PV/wind/biomass power integration of the HOMER results in the study location.
Solar PV-~19.78% Wind power-~57.04% Biomass-biogas power-~23.18% Note: The whole scenarios were scaled down to 1kWh functional unit (FU) each as reference flow for the comparative analyses.
The block diagrams of all the concerned scenarios analyzed in Table 3 of the environmental life cycle assessment have been provided in Figure 5 as the analyzed GaBi models. In line with the different analyzed mix data shown in figure 4 , the GaBi software electricity processes data used for the different technologies involved were electricity generation from natural gas, electricity generation from hydropower, electricity generation from solar PV, electricity generation from wind power, and electricity generation from biomass-biogas power. These were mostly ''RAF'' data, that is data for the African continent on average, however, for the photovoltaic process, the South African data (ZA) was incorporated, being also African-based data because of the absence of RAF data in that regard. The specified year interval from the database was from 2014 to 2020, hence a six-year validity. The application of the RAF data throughout, coupled with the application of South African data (ZA) for the photovoltaic process becomes necessary and worth doing. This is because the analyzed data are from African continent, and based on African regulations, efficiency of operations, and equipment. Overall, this was because of the absence of data specifically for the case study country point of view.
Lastly, in view of the nature of the data collected for the concerned processes highlighted in the preceding paragraph, uncertainty analyses were conducted based on the pedigree matrix data, coupled with the Excel program, in accounting for the different variations in the impact data as a quality measure. This incorporates basic uncertainties, as well as the different default uncertainty factors with their level assignments for the different processes in getting the overall uncertainties and standard deviations that are applicable for the band estimations of the impacts data. The data distributions considered were lognormal and normal, based on a confidence interval of 68%.
The overall and summarized methodology for the environmental life cycle assessment task has been presented in Figure 6 , in a block flow for more clarity to the readers. In line with the different analyzed mix data shown in Figure 4 , the GaBi software electricity processes data used for the different technologies involved were electricity generation from natural gas, electricity generation from hydropower, electricity generation from solar PV, electricity generation from wind power, and electricity generation from biomass-biogas power. These were mostly ''RAF" data, that is data for the African continent on average, however, for the photovoltaic process, the South African data (ZA) was incorporated, being also African-based data because of the absence of RAF data in that regard. The specified year interval from the database was from 2014 to 2020, hence a six-year validity. The application of the RAF data throughout, coupled with the application of South African data (ZA) for the photovoltaic process becomes necessary and worth doing. This is because the analyzed data are from African continent, and based on African regulations, efficiency of operations, and equipment. Overall, this was because of the absence of data specifically for the case study country point of view.
The overall and summarized methodology for the environmental life cycle assessment task has been presented in Figure 6 , in a block flow for more clarity to the readers. 
Results and Discussion
The results of the defined LCA scope, namely the elementary mass balance results, as well as the results of the considered impact categories for the different hybrid scenarios were successful as displayed and discussed next.
Elementary Mass Flow Balance and Interpretations
The elementary flow balance based on the already explained participating parameters and indicators for all the considered scenarios of the LCA system were successfully procured, as presented in Table 5 . It became obvious from the estimated total resource values for the different scenarios that first scenario (i.e. the conventional system path) has the largest value, which is 1.84 × 10 3 kg/kWhelec., and is mostly attributable to the hydro portion of it, showing its high materials and specific energy requirement. The scenario with the lowest resource input is the fourth one, specifically the hybrid wind/biomass-biogas power considerations in the study location, with its value being 32 kg/kWhelec. Moving to the output parameters of the balance, beginning with the aggregate deposited goods, third scenario (i.e. hybrid PV/biomass-biogas power) is considered with the highest value, while the first scenario has the lowest. On the aggregate emissions to air, the same third scenario was considered to have the highest value compared with others, which is in contrast to the aggregate emissions to freshwater where the first scenario contributes the most, leaving the third scenario with the lowest contribution. third scenario is seen as having largest contribution on the other output indicators namely the aggregate emissions to seawater, aggregate emissions to agricultural soils, and aggregate emissions to industrial soil. These remaining indicators leave the first scenario with the least share but with the exception of the aggregate emissions to agricultural soil where the second scenario was seen with the least contribution. Therefore, it can finally be deduced, as reflected in the hybrid system, that, based on specific technologies, solar PV contributes the most on the aggregate deposited goods, emissions to industrial soil, and emissions to seawater. Whereas, the biomassbiogas power system is seen with major contributions to the aggregate emissions to air and agricultural soil. Emissions to fresh water major impact linked to the conventional system could be 
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Elementary Mass Flow Balance and Interpretations
The elementary flow balance based on the already explained participating parameters and indicators for all the considered scenarios of the LCA system were successfully procured, as presented in Table 5 . It became obvious from the estimated total resource values for the different scenarios that first scenario (i.e., the conventional system path) has the largest value, which is 1.84 × 10 3 kg/kWh elec. , and is mostly attributable to the hydro portion of it, showing its high materials and specific energy requirement. The scenario with the lowest resource input is the fourth one, specifically the hybrid wind/biomass-biogas power considerations in the study location, with its value being 32 kg/kWh elec . Moving to the output parameters of the balance, beginning with the aggregate deposited goods, third scenario (i.e., hybrid PV/biomass-biogas power) is considered with the highest value, while the first scenario has the lowest. On the aggregate emissions to air, the same third scenario was considered to have the highest value compared with others, which is in contrast to the aggregate emissions to freshwater where the first scenario contributes the most, leaving the third scenario with the lowest contribution. third scenario is seen as having largest contribution on the other output indicators namely the aggregate emissions to seawater, aggregate emissions to agricultural soils, and aggregate emissions to industrial soil. These remaining indicators leave the first scenario with the least share but with the exception of the aggregate emissions to agricultural soil where the second scenario was seen with the least contribution. Therefore, it can finally be deduced, as reflected in the hybrid system, that, based on specific technologies, solar PV contributes the most on the aggregate deposited goods, emissions to industrial soil, and emissions to seawater. Whereas, the biomass-biogas power system is seen with major contributions to the aggregate emissions to air and agricultural soil. Emissions to fresh water major impact linked to the conventional system could be attributed to hydropower participation. The wind power system is seen with low and moderate impacts of all the indicators. Note: Heavy metals are associated with the emissions to air, emissions to freshwater, emissions to seawater, emissions to agricultural soil, and emissions to industrial soil, and could include Cadmium (Cd), Lead (Pb), Arsenic (As), Mercury (Hg), Chromium (Cr), Thallium (Tl), and so on. Radioactive emissions are associated with deposited goods, emissions to freshwater and seawater, and could include Carbon (C), Cesium (Ce), Uranium (U 235 ), Hydrogen (H) and so on. Stockpile Goods are associated with deposited goods, and could include hazardous wastes (deposited), overburden (deposited), slag (deposited), spoil (deposited), tailings (deposited), and waste (deposited). Volatile organic compounds (VOC) are associated with emissions to air with examples such as formaldehyde, acetone, acetic acid, some alkanols and alkanals and so on. Finally, organic/halogenated organic and inorganic emissions are associated with emissions to air, emissions to freshwater and seawater, emissions to agricultural and industrial soils.
Impact Categories Results and Interpretations
The results in specifics for the various environmental impact categories selected namely GWP, AP, EP, ODP, HTP, and ADP fossils , for the comparative assessment of the different scenarios considered were successfully procured as depicted and analyzed next.
Global Warming Potential (GWP) Results
The global warming potential arising from the release of greenhouse gases (i.e., CO 2 , CH 4 , N 2 O, and VOC among others, but majorly CO 2 ) is a critical criterion in the power systems decision. This is owing to climate variability and climate change and their strong negative consequences to the environment. The results of this analysis are presented in Figure 7 . It is obvious that first scenario where the conventional systems pattern was taken in maintaining the BAU trajectory has the highest Sustainability 2019, 11, 5889 14 of 24 GWP, valued at 507 g CO 2 -eq./kWh elec. This was largely because of the fact that the natural gas and oil power plants are fossil-based, with high direct emissions during the operational stage in the life cycle. However, on the renewables-integration scenarios, the value has decreased significantly to some extent throughout. The fourth scenario, i.e., the scenario with the hybrid wind/biomass-biogas power system consideration was found to have the lowest GWP value, which is 17.8 g CO 2 -eq./kWh elec. The renewable-based scenario with relatively the highest relative GWP value was found to be 52.9 g CO 2 -eq./kWh elec. for the hybrid PV/biomass-biogas power system in the third scenario. This is a clear indication that the indirect greenhouse gas emissions associated with all the processes involved in the entire life cycle assessment of the renewable-based scenarios favour wind power generations in the systems architecture as compared with solar PV being the biggest contributor to the GWP in the renewable scenarios, and the biomass-biogas power system with intermediate greenhouse gas emissions impact. On a final note, the GWP of the renewable integration in the fifth scenario, where the complete hybrid system exists based on the full share of each in the HOMER optimization results was noted as 27.4 g CO 2 -eq./kWh elec. The global warming potential arising from the release of greenhouse gases (i.e. CO2, CH4, N2O, and VOC among others, but majorly CO2) is a critical criterion in the power systems decision. This is owing to climate variability and climate change and their strong negative consequences to the environment. The results of this analysis are presented in Figure 7 . It is obvious that first scenario where the conventional systems pattern was taken in maintaining the BAU trajectory has the highest GWP, valued at 507 g CO2-eq./kWhelec. This was largely because of the fact that the natural gas and oil power plants are fossil-based, with high direct emissions during the operational stage in the life cycle. However, on the renewables-integration scenarios, the value has decreased significantly to some extent throughout. The fourth scenario, i.e. the scenario with the hybrid wind/biomass-biogas power system consideration was found to have the lowest GWP value, which is 17.8 g CO2-eq./kWhelec. The renewable-based scenario with relatively the highest relative GWP value was found to be 52.9 g CO2eq./kWhelec. for the hybrid PV/biomass-biogas power system in the third scenario. This is a clear indication that the indirect greenhouse gas emissions associated with all the processes involved in the entire life cycle assessment of the renewable-based scenarios favour wind power generations in the systems architecture as compared with solar PV being the biggest contributor to the GWP in the renewable scenarios, and the biomass-biogas power system with intermediate greenhouse gas emissions impact. On a final note, the GWP of the renewable integration in the fifth scenario, where the complete hybrid system exists based on the full share of each in the HOMER optimization results was noted as 27.4 g CO2-eq./kWhelec. 
Acidification Potential (AP) Results
Regarding the acidification potential (AP), which is based on the air pollutants viz. such as SO2, HCl, NH3, and HF gases, the result is obvious with the obtained values for all the scenarios in Figure  8 . It is evident that first scenario which has the hybrid conventional sources incorporated in its system architecture contributes the most in the AP indicator, valued at 5.32 g SO2-eq./kWhelec. This is because of the complexity in the system where the fossil-based subcomponents are associated with acidification impact air pollutants apart from the greenhouse gas emissions largely in the operational level of the life cycle. The third scenario (hybrid PV/biomass-biogas) has got the second largest contribution to this impact category, owing to the presence of the biomass-biogas complex system that also causes the release of direct acidification impact air pollutants, apart from the direct greenhouse gas emissions at the operational level for power generation. However, the share of the biomass-biogas in the hybrid renewable system scenarios with such is not strong enough to compete with the share and complexity of the conventional system scenario, into which the oil and the large natural gas-based subsystems are incorporated. The existence of the biomass-biogas system impact also reflected in the fourth and fifth scenarios making them the third and fourth highest contributors 
Regarding the acidification potential (AP), which is based on the air pollutants viz. such as SO 2 , HCl, NH 3 , and HF gases, the result is obvious with the obtained values for all the scenarios in Figure 8 . It is evident that first scenario which has the hybrid conventional sources incorporated in its system architecture contributes the most in the AP indicator, valued at 5.32 g SO 2 -eq./kWh elec. This is because of the complexity in the system where the fossil-based subcomponents are associated with acidification impact air pollutants apart from the greenhouse gas emissions largely in the operational level of the life cycle. The third scenario (hybrid PV/biomass-biogas) has got the second largest contribution to this impact category, owing to the presence of the biomass-biogas complex system that also causes the release of direct acidification impact air pollutants, apart from the direct greenhouse gas emissions at the operational level for power generation. However, the share of the biomass-biogas in the hybrid renewable system scenarios with such is not strong enough to compete with the share and complexity of the conventional system scenario, into which the oil and the large natural gas-based subsystems are incorporated. The existence of the biomass-biogas system impact also reflected in the fourth and fifth scenarios making them the third and fourth highest contributors in the category respectively. The second scenario being the hybrid PV/wind power system is considered with the lowest contribution in the impact. in the category respectively. The second scenario being the hybrid PV/wind power system is considered with the lowest contribution in the impact. Figure 9 depicts the eutrophication potential (EP) of the different scenarios. This impact is to water bodies for oxygen depletion owing to excessive minerals and nutrients such as N2, NOx, NH4 + , PO4 3− , and P. The major contributor to the EP impact was found to be the third Scenario having the hybrid PV/biomass power system. The value was 0.38 g Phosphate-eq./kWhelec. The second scenario with the incorporation of the hybrid PV/wind power system is seen with the lowest impact where its EP value was around 0.01 g Phosphate-eq./kWhelec. It can be implied that the biomass-biogas power system has a greater negative impact to the EU category as the third scenario reflected in the fourth and fifth scenarios owing to its existence, making them also high. Although the first scenario also has got a relatively high contribution and specifically the third-most, contributing to the impact category. Therefore, it can be deduced that the more the biomass-biogas power in a hybrid system, the more the potential release of the minerals and nutrients inducing the excessive growth of aquatic plants, especially algae, as the nutrients and minerals have a high tendency of contacting water bodies, and ultimately a higher tendency for oxygen depletion in the water bodies. Figure 9 depicts the eutrophication potential (EP) of the different scenarios. This impact is to water bodies for oxygen depletion owing to excessive minerals and nutrients such as N 2 , NO x , NH 4 + , PO 4 3− , and P. The major contributor to the EP impact was found to be the third Scenario having the hybrid PV/biomass power system. The value was 0.38 g Phosphate-eq./kWh elec. The second scenario with the incorporation of the hybrid PV/wind power system is seen with the lowest impact where its EP value was around 0.01 g Phosphate-eq./kWh elec. It can be implied that the biomass-biogas power system has a greater negative impact to the EU category as the third scenario reflected in the fourth and fifth scenarios owing to its existence, making them also high. Although the first scenario also has got a relatively high contribution and specifically the third-most, contributing to the impact category. Therefore, it can be deduced that the more the biomass-biogas power in a hybrid system, the more the potential release of the minerals and nutrients inducing the excessive growth of aquatic plants, especially algae, as the nutrients and minerals have a high tendency of contacting water bodies, and ultimately a higher tendency for oxygen depletion in the water bodies. in the category respectively. The second scenario being the hybrid PV/wind power system is considered with the lowest contribution in the impact. Figure 9 depicts the eutrophication potential (EP) of the different scenarios. This impact is to water bodies for oxygen depletion owing to excessive minerals and nutrients such as N2, NOx, NH4 + , PO4 3− , and P. The major contributor to the EP impact was found to be the third Scenario having the hybrid PV/biomass power system. The value was 0.38 g Phosphate-eq./kWhelec. The second scenario with the incorporation of the hybrid PV/wind power system is seen with the lowest impact where its EP value was around 0.01 g Phosphate-eq./kWhelec. It can be implied that the biomass-biogas power system has a greater negative impact to the EU category as the third scenario reflected in the fourth and fifth scenarios owing to its existence, making them also high. Although the first scenario also has got a relatively high contribution and specifically the third-most, contributing to the impact category. Therefore, it can be deduced that the more the biomass-biogas power in a hybrid system, the more the potential release of the minerals and nutrients inducing the excessive growth of aquatic plants, especially algae, as the nutrients and minerals have a high tendency of contacting water bodies, and ultimately a higher tendency for oxygen depletion in the water bodies. 
Eutrophication Potentials (EP) Results

Ozone Layer Depletion Potentials (ODP) Results
Moving to the ozone-layer depletion potential (ODP) impact category as a crucial concern, the results are presented in Figure 10 of the different scenarios and basically associated with the release of tri-chloro fluoro carbon (CFC) and other halogenated compounds. It must first be stated that anthropogenic activities being energy-related in this case, could have a strong impact on the stratospheric component of the ecosystem depending on the emitting gases on overall processes in systems life cycle. The results clearly show values ranging from 2.74 × 10 −13 g R 11 -eq./kWh elec. for the first scenario to the 1.73 × 10 −10 g R 11 -eq./kWh elec. for the third scenario. Although it could be said that all the values were negligible and in extremely smaller fractions, hence, the impact to the ozone layer might be infinitesimal. In a nutshell, it can be said that technologically-speaking, as a reflection to what is seen in the hybrids, the solar PV component is the worst of all in the impact category due to its high potential release of the ozone depleting gases. This could be attributed to the measures put in place mainly during the fabrication stage of the materials of the component. Hence the more the share of the PV component to the system, the greater the tendency for the release of ozone depleting gases in the entire life cycle, based on negligible fractions. 
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Human Toxicity Potential (HTP) Results
The human impact from anthropogenic activities for energy generation is worthy of consideration as well. The potential release of harmful substances into the components of the ecosystem namely soil, water, and air, which ultimately affects the quality of human health was analyzed with the results presented in Figure 11 . It is obvious from the results that the first scenario has got a value of around 177 g DCB-eq./kWhelec., which exceeded all the values for the renewable integration scenarios, hence the major contributor to this impact category. On the renewable integration scenarios that is from second to fifth scenarios, third scenario (hybrid PV/biomass-biogas power system) followed the first scenario, with an evaluated value of 83.9 g DCB-eq./kWhelec. This makes the fifth and fourth scenarios consisting of the biomass-biogas component to respectively follow the third scenario with values 37.9 g DCB-eq./kWhelec. and 35.6 g DCB-eq./kWhelec. respectively. Hence the biomass system could be seen with high impact on the renewable integration scenarios, and could be attributed to a greater release of toxic substances mainly heavy metals -to air, water, or soil during its fabrication stages. Also, because of the tendency of the release of harmful gases in operation stage to the humans, which is similar to the conventional case-participating fossils as compared with the solar PV and wind power components. 
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Abiotic Depletion Potentials (ADPfossils) Results
These evaluations differ from the preceded impacts evaluations, as it carried the unit of energy with the software default setting of Mega Joule (MJ). On the basis of the already known definition of this impact category however, in this regard, relating to fossil fuels, which is the fossil energy utilized throughout the entire life cycle of each of the sub-components in the overall systems, the results obtained of all the scenarios are presented in Figure 12 . It is evident that the first scenario has got the largest value, which is 7.46 MJ/kWhelec., obviously because of the higher consumption of fossil energy in the life cycle of the considered sub-components of the system, especially the oil and natural gasbased system subcomponents, that majorly needed fossil fuels specifically oil and natural gas in operational stage to generate electricity on a Rankine cycle basis. Moving to the scenarios for renewable integration, it is noted that third scenario (hybrid PV/biomass-biogas power) followed the first scenario with a value of around 0.6 MJ/kWhelec. The fourth scenario (hybrid wind/biomassbiogas) has the lowest of all, with a value of 0.2 MJ/kWhelec. This could be deduced technologically speaking as reflected in the hybrids that solar PV consumes more fossil energy, while wind power consumes the lowest, and the biomass-biogas power system is intermediate. These fossil energies consumptions assigned to the hybrid renewable systems majorly arise during fabrications of components of the systems as machines powered by fossil fuels are needed, and hence are considered indirect fossil energy consumptions in the life cycle analyses. 
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Abiotic Depletion Potentials (ADPfossils) Results
Uncertainty Analyses Results
The baseline pedigree matrix employed in the uncertainty analyses was developed by Funtowiez and Ravetz in 1990 as a tool for coding a qualitative assessment of data due to uncertainty challenges [33] . Table 6 provided the default uncertainty factors applicable. Table 7 describes in much detail, the pedigree matrix and the evaluation approach in the Excel program for the uncertainties linked to the environmental impact data. The results of the different impact categories based on the upper and lower limits and in view of having the data as normally distributed and lognormally distributed are given in Tables 8 and 9 respectively. The ranges specified include the actual or true value of the impact categories for the specified case study examined. It is evident from the bands that the normal distribution in virtually all the analyzed data have a larger band gap from the top cap to the mid values than the lognormal distribution. On the other hand, meanwhile, the lognormal distribution case has a larger gap from the mid values to the bottom cap. This is because of the orientations of the distributions as the normal is symmetrical whereas the lognormal is right-skewed. This shows the advantage and disadvantage of the two data distribution cases depending on different circumstance, as the normal distribution tends to give ranges with proximity and ease to the exact values when falling on the lower cap than the lognormal distribution, and vice versa. On the basis of the obtained results regarding the different aspects addressed, it is important to note that policy implication is very fundamental. Implementing the different hybrid systems especially the ones observed with the lowest impacts on the environment, requires strong policy back-up and political will. This goes back to the renewable policy instruments both regulatory and economic-based, as well as environmental-related policy concerns. This has helped many advanced countries in boosting their renewable energy supply. Currently, integration of renewable systems singly or in hybrid to the utility grid of the Nigerian context is yet to be realized except for the conventional hydro existing with the fossils in the electricity mix. This is because of many challenges among which is the policy framework. Regulatory instruments, principally the feed-in tariff and net-metering are very necessary for such transition. Although, the country already has the feed-in tariff instrument in force but pending impact. What is strongly required in ensuring the activeness of this instrument, as well as bringing in the net-metering in to force are the appropriate designs that ensure favorable pricing mechanisms and other strong features of the instruments. The relevance of the net-metering policy is because of the fact that the renewable energy developers can be consumers at the same time just like the energy system modelling task done as a linkage to this environmental LCA. This cluster of instruments can be made more effective by further incorporating the appropriate economic-based policy instruments, specifically the fiscal policies and the incentives and financing schemes for additional motivations to the private enterprise energy producers. The support schemes should be in such a way that technology transfer and capacity building with ultimate innovations target are strongly covered in the renewable energy domain as strong indicators of research and development (R&D). In addition to these, environmental compliance support schemes and codes should be assigned in order of merits to the development of projects in boosting the power sector. The merit order should reflect the observed environmental impacts of the different energy systems analyzed here and beyond. Furthermore, suitable policies are necessary, enabling the reduction in the pace of conventional energy sources extraction and utilization. Above all, as a final note, public awareness programs are fundamental, regarding the environmental consequences of the energy operation trajectory, as well as the need for changing the narrative. 
Conclusions
This paper offered in much detail, the environmental impact of integrating renewable energy systems to grid-mix in the northern part of Nigeria. This begins with the conventional generation system case, taking the country's BAU path as a grid-only power to renewable energy integration on the basis of the obtained result of the techno-economic optimization exercise conducted with HOMER software. Different scenarios in hybrid were considered with different assumptions made, and balances evaluations on the baseline HOMER result input data to the life cycle assessment. Different data sets for the African continent were applied of the different renewable energy as well as the conventional energy processes applicable to the systems modelling. Simulations were done with the impact categories and elementary mass balances all obtained using the GaBi software. Lastly, an uncertainty analysis was conducted on the impact data based on the pedigree matrix and Excel program as well as a wrap-up policy relevance discussion. It is noted that the whole scenarios where scaled down to a functional unit of 1 kWh as the electricity reference flow for the comparison.
Regarding the elementary mass flow balance, it was observed that the third scenario had the highest contributions in output indicators, namely aggregate deposited goods, aggregate emissions to air, aggregate emissions to seawater, aggregate emissions to agricultural soil, and aggregate emissions to industrial soil. Only one output indicator was observed with first scenario having highest share, which was the aggregate emissions to freshwater.
On the specific environmental impact categories analyzed, it could be said that scenarios in which the considered renewables appeared in the different hybrid configurations that contributed the most on the impacts applied to the ODP, and EP categories. This arises with values obtained majorly during the materials extractions, processing and components fabrication phase of the systems, such as the release of heavy metals, ozone-depleting gases and so on. However, other pollutants and gases emissions aside from the greenhouse gases are also peculiar to the biomass-biogas system in system operations. Notwithstanding, the grid-integration of the renewable energy systems in the case study country on a low carbon development basis, which ensures reduction in the uptake level of fossil fuels, is important for environmental sustainability. This is owing to the outstanding features they offered based on minimization of the GWP, HTP, AP, and ADP impacts from the conventional scenario path. The hybrid system idea in linking the different renewable systems to the grid to allay possible drawbacks on any environmental impact inherent in one is worth doing especially giving preference to the scenarios that appeared with the lowest contributions of all, in some of the impact categories. Funding: This research was carried out under the project ''Water and Energy Security in Africa (WESA-ITT)", that is financially supported through the German Ministry of Education and Research (BMBF) via its project management agency (DLR).
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